




TACDEN FLIGHT INFORMATION Flying in Denmark 
 

 Page 13  
 

 



TACDEN FLIGHT INFORMATION Flying in Denmark 
 

 Page 14  
 

 



TACDEN FLIGHT INFORMATION Flying in Denmark 
 

 Page 15  
 

 



TACDEN FLIGHT INFORMATION Flying in Denmark 
 

 Page 16  
 

EMERGENCY  : An emergency should be declared by using either "PAN" or "MAYDAY" call. 
PROCEDURES   The phrase "Declaring an emergency" will also be understood, but  if used 
  alone ATC will judge the severity of the situation and act accordingly. You 
  will be asked for information about the nature of the problem, POB, fuel  
  remaining and ordnance. 
 
  ATC expects every pilot to be familiar with standard emergency procedures 

for radio failure and the use of MAYDAY and PAN calls.  
 
  Triangular pattern can be used over Denmark, but without IFF/SIF the 

chance of being seen is reduced. 
  Transmitter out, receiver ok: right hand pattern 
  Transmitter out, receiver out: left hand pattern 
  Squawk EMERGENCY. FL 250 or above at contrail altitude. Await 

interception. 
 
  VMC approach with radio u/s. Approach via IP at 500 FT AGL with lights 

flashing and wings rocking, fly along RWY in use on the right side, pull up to 
downwind at the far end and look for light signals from TWR. 

 
  GCA lost communication procedure. If radio contact is lost with GCA for 

more than one minute in pattern or five seconds on final approach, climb to 
MSA on the last given heading and contact APPROACH. If landing 
clearance has been received, land using other NAV AID if applicable. 

 
  IFF/SIF YES/NO Procedure. Controller will ask specific questions which can 

be answered by YES or NO. Squawk Ident if YES, nothing if NO. 
 
SPEECHLESS  : Use tone button or press transmitter. 
PROCEDURE 
  1 dot  affirmative, roger, wilco. 
  2 dots  negative. 
  3 dots  say again. 
  4 dots  request homing. 
  1 dash  steady or field in sight. 
  X (-..-)   emergency. 
  1-9 dots   means number one to nine. 
  1 dash   zero. 
 
OVERDUE : ATC will start communication search if an aircraft is overdue on ETA + 5 

minutes. 
Call ATC if delayed, and extend flight your plan. 

 
 
MISCELLANEOUS: Rescue helicopters are based at SKRYDSTRUP, AALBORG and 

ROSKILDE. 
GUARD frequency is monitored at all ATC-units within hours of OPS. 

 
MILITARY  : DENMIL (FIR) 309.600 MHz 129.825 MHz (Below 7000 ft only) 
COMMUNICATION See next page for details on Tower-, Approach- and AFIS-frequencies. 
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TOWER-, APPROACH- AND AFIS-FREQUENCIES 

 
Callsign VHF UHF 
AALBORG APPROACH 123.975 309.950 
AALBORG TOWER 118.300 284.775 
AALBORG ATIS 120.475  
AARHUS APPROACH 119.275  
AARHUS TOWER 118.525  
BILLUND APPROACH 127.575  
BILLUND TOWER 119.000  
BILLUND ATIS 118.775  
COPENHAGEN APPROACH 119.800 340.300 
ESBJERG AFIS 120.150  
KARUP APPROACH 120.425 292.750 
KARUP TOWER 119.575 241.025 
KARUP ATIS 120.575  
KASTRUP TOWER 118.100  
KASTRUP ATIS ARR / DEP 122.750 / 122.850  
MARIBO AFIS 118.975  
ODENSE AFIS 119.525  
ROSKILDE APPROACH 125.525  
ROSKILDE TOWER 118.900  
ROSKILDE ATIS 123.800  
RØNNE TOWER / APPROACH 118.325 257.800 
SINDAL AFIS 118.750  
SKIVE RADIO 130.575  (O/R)  
SKRYDSTRUP APPROACH 127.475 300.075 
SKRYDSTRUP TOWER 128.325 259.875 
SKRYDSTRUP ATIS 133.900  
STAUNING AFIS 121.400  
SØNDERBORG AFIS 126.400  
THISTED RADIO 118.125  
VAMDRUP AFIS 120.500  
COMBINED APPROACH  Not avbl. In Denmark 
COMBINED TOWER  257.800 

  
 Consult notam for any changes to the above list. 
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FLIGHT  : TACDEN Flight Information Office is open:  
INFORMATION  Monday - Thursday 0730-1500 
   Friday 0730-1300 
   local time, except on holidays. (See complete address on reverse cover). 
 
   a. Notams: The office issues notams for all Danish military bases, as well as 

major Danish civilian airfields (17 in total). Furthermore,  we keep a 
database of current notams for most European countries. 

 
   b. Daily Navigational Warning Summary for København FIR and adjacent 

waters: Summary of navigational warnings that may affect flying, including 
active R-, and D-areas, parachute jumps, temporary areas etc.. Issued on 
the last workday, prior to day of validity. 

 
   c. Baltic: Summary of Notams in effect for the Baltic Sea south of 57.00’ N. 

Information on active R-, and D-areas in Polish and German airspace, as 
well as notams for possible Swedish alternates. Issued daily on workdays. 

    
   d. Instrument Approach Procedures (IAP’s) 
  TACDEN Flight Information publishes IAP’s for all Danish military bases, as 

well as 14 civilian airfields/aerodromes, in the Royal Danish Air Force Flight 
Information Publication (RDAF FLIP). Procedures comply to the TERPS 
design criteria. 

  Published every 16 weeks. 
 
  e. Military Aeronautical Information Publication (MIL AIP). 
  Details on routes, airspace, exercise areas, bases e.t.c. Amended regularly 

(normally every 4 or 8 weeks) 
 
   NOTE 1: All the above information may also be found on the Flight 

Information Intranet website, available from any LAN-PC of the Danish 
Armed Forces, at:  

     http://webhotel/ftk/milais   
 
  f. Low Flying Chart Denmark 1:500.000 
  Standard VFR navigation Chart. Published once a year. 
 
 
  NOTE 2: Notams, Baltic, Daily Navigational Warnings and MIL AIP 

(including procedures for Danish military bases) are available on the World 
Wide Web, at: 

 
http://www.flv.dk/milais  

 
  An online version of this pamphlet may also be found at the above 

addresses. 
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