














MIL AIP DENMARK

AD 2 EKSP-ADC
AERODROME CHART - ICAO
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CHANGES: PAR GS ADDED, OBSTACLES

GRASS AREA 3881 x (min) 300 FT may be used by light propeller aircraft, helicopters and gliders.

TWY lighting: BLUE EDGE.
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20. LOCAL TRAFFIC REGULATIONS

Taxi of four engine aircraft on northern TWY is only allowed with the two inboard engines
running.

21. NOISE ABATEMENT PROCEDURES

1. General
Visiting military aircraft will normally not be permitted landing exercises and instrument let-
downs outside operational hours.

2. Jet aircraft

2.1 In connection with approach to landing, a minimum height of 2300 FT shall be observed
over greater Aalborg.

2.2 Mandatory VFR patterns are established for 4 engine jet aircraft. See the following pages
for details.

2.3 Take-off restrictions RWY 08L/R: Turn must not be commenced until having passed 2
NM on radial 262 of VORTAC AAL.

2.4 Take-off restrictions RWY 26L/R: Turn to the south must not be commenced until having
passed 2000 FT

3. Propeller and turboprop aeroplanes: No restrictions.

4.  Helicopters: No restrictions.

22. FLIGHT PROCEDURES

1. IFR Arrival

1.1 Aircraft will normally be cleared by ACC KGBENHAVN to AALBORG HOLDING.

1.2 Radio Communication failure

Navigation aid designated for radio communication failure during IMC for arriving aircraft is

VORTAC AAL.

1.3 Precision Approach. Category Il Operations

The operations are subject to the following procedures and conditions:

a. ATC procedures.
ATC will apply special safeguards and procedures during Category Il operations. These
procedures will only be introduced when the ceiling is 200 FT or less and/or RVR 800 M
or less. The minimum distance between an aircraft on final approach carrying out a
Category Il ILS approach and any other preceding aircraft will not be less than 5 NM. The
separation must be established at the latest when preceding aircraft passes THR.
Departing aircraft must have commenced take-off run before arriving aircraft has left
2000 FT on final approach.

b.  Pilot procedures.
Pilots who intend to carry out a Category Il ILS approach are to use the following phrase:
"Request Category Il ILS approach runway 26R". Above mentioned request shall be
made to COPENHAGEN CONTROL and confirmed on first contact with AALBORG
APPROACH.

2. IFR Departure

2.1 Standard Instrument Departures

Standard Instrument Departures (SID) have not been established.

2.2 Omnidirectional departures RWY 08L/R and 26R/L: Climb straight ahead to at least 600
FT MSL before turn is commenced.
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3. VFR Flights

3.1 VFR reporting points, VFR holdings and VFR routes are established, see ANC 1:500 000
- Denmark. Aircraft established in EGHOLM VFR holding must not hold north of the coastline
west of Aalborg City.

23. ADDITIONAL INFORMATION
1. Parachuting

1.1 Parachuting may take place.
2. Gliding and hanggliding

2.1 VFR-flights may obtain information as to whether a glider/hangglider area is active on the
relevant APPROACH frequency.

A request for a clearance to pass an active area will normally be complied with, but VFR-
flights which have been cleared to pass an active area will not receive traffic information and
advice to avoid collision as prescribed for airspace class D.

2.2 IFR-flights will be separated from active glider/hangglider areas. However, if an area is
allocated for an individual flight, IFR-flights will be separated from such flight only and not from
the whole area.

Note: Observe the fact that gliding and hang gliding may tale placer above and below the
areas
in airspace class e and g, whether the areas are active or not.

24. CHARTS RELATED TO EKYT

Visual approach chart

Noise abatement chart

VFR pattern for 4 engine jet aircraft RWY 08L
VFR pattern for 4 engine jet aircraft RWY 26R
Aerodrome layout

ILS/DME RWY 08L

ILS/DME RWY 26R

L/DME OR VORTAC RWY 08L

VORTAC RWY 26R

HI-VORTAC RWY 08L

HI-VORTAC RWY 26R
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CHANGES: EDITORIAL

TERPS

INSTRUMENT APPROACH CHART

NDB/DME RWY 21
STATION NORD, GREENLAND (BGNO)

ELEV 80 FT

STATION NORD RADIO
6.730 118.1 285.150

LOCATOR |APP COURSE| FAF ALT DESCENT GR MDA THR ELEV LDA
NO 404 185° 2000 298 FT/NM 500 61 5248
NOTE: ~
a. CLEARED TO DESCENTTO - GPS OVERLAY
4000 FT WITHIN 10 DME. oo |AF (NDB NO)
© REMAIN WITHIN 10 NI\/I/ <X 81°36.18'N
OF FAF/PT FIX 7 016°38.56'W
© CIRCLING IS NOT AUTHORIZED IN FAF/PT FIX
SECTOR EAST OF RWY 21/03 81°43.45'N
016°57.00'W
A\
/ THR 21
81°36.50'N
| 25°W (2000) 016°40.70'W
\ NOR ---
CH54X /
\ -\ MIN HOLDING ALT
2000 FT /
265 KIAS
MSA NO 25 NM ALTITUDE CORRECTION CHART
SURFACE TEMP
TEMP.C MDA MSA
0 520 6400
-10 540 6600
g -20 560 6900
-30 580 7100
\
— - -40 600 7400
— -50 620 7600
IAF MISSED APPROACH TA 5000
NDB Right turn to heading 035°
FAF NO climbing to 2000 ft
at PT FIX execute procedure.
X 5°
2000 \(340° T) 2000
7
(1695° MAP - MIN MISSED APPROACH
7)\:@ ~  CLIMB GRADIENT:
................... KNOTS |60 |120(180[240(300 | 360
VV-FPM| 226|452|678|9041130/1356
R 6.5 -
CATEGORY C

S-NDB/DME RWY 21

500 -2800 439 (600-2.8)

CIRCLING @

660 -4000 598 (600-4.0)

NDB/DME RWY 21

STATION NORD, GREENLAND (BGNO)
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